• « 

Yersfon with Markings tq 
Show Changes Made 


1 

PACKAGING CONTAINER 

tt&rycraoiTN n of thf invention 
Ft Aid of thft Tnv ftntion 
5 The present invention relates to a packaging container and, 

more particularly, to a packaging container having a container 
body for containing confectionery and a lid capable of 
hermetically sealing the container body. 
nPRffripti nn of thp Related Art 
10 A known packaging container intended for use/ as a 

confectionery container has a container body having a shape 
substantially resembling an inverted cone and an open end 
corresponding to ^ bottom of the inverted cone, and a lid for 
hermetically sealing the container body. 


ttainer body. v In some packaging 
a^eTOinted^^a^ picture of 


15 contained of this kind, a label^prxnted ^on - vt^ 

confectionery contained in the packaging container, a trademark 
and the like is affixed to %&e$side surface of container body. 

Such a confectionery container is held by one hand and 
confectionery contained in the confectionery container is taken 

20 out by the other hand for eating. 

Since the container body of this confectionery container 
has a shape substantially resembling the shape of an inverted 
cone, the confectionery container is unable to hold itself in 
an upright position on a table or the like. The confectionery 

25 container must be supported on a stand or the like to place the 
same in an upright position on a table or the like. 

SUMMARY O F THK INVENTION 

Accordingly, JLt is an object of the present invention to 
3 0 solve the problem p% the prior art^and to provide ^ packaging 
container having a container, body of a shape substantially 
resemblinq an inverted cone,^capable of supporting itself on a 
surface and enabling feak±»g-©ut its contents even if the container 
body is not held by hand. 
35 with the foregoing object in view, the present invention 

provides a packaging container including a container body formed 
jSi a shape substantially resembling an inverted cone and having* 


a tapered end portion and. an open end opposite the tapered end 
portion, a lid for hermetically sealing the container body, and 
a frustum-shaped exterior shell removably fitted on the container 
body^ ^S£e$=n the exterior shell is removed from the container 
5 body and is inverted^and a tapered end portion of th^e container 
body is inserted inithe inverted exterior shell^ to suppor t- the 
container ^^^^the exterior shell. 

The exterior shell is fixedly fitted on the side wall of 
the container body when the packagina container containing 

10 confectionery is sold. When feaking ou t the confectionery 
contained in the packaging container, the exterior shell is 
removed from the container body and is inverted, and a tapered 
end portion of the container body is inserted inverted 
exterior shell^x^support the container body by the exterior shell . 

15 Thus, the container body of a shape substantially resembling an 
inverted cone can be supported by the exterior shell on a support 
surface without requiring any stand. ^ Vv*\A 

Preferably, a smaller end of the exterior shel^hoide fast 
to t^e side wall of the container body when the exterior shell 

20 is fitted pft the container body. Since the exterior shell has 
the shape of a frustum, the exterior shell can be firmly held 
on the container body by fastening the same to the container body 
only by the small enji the^of j and a larger end of the exterior 
shell does not need tote^ fast to the side wall of the container 

25 body. Therefore, the exterior shell can be easily removed from 
the container body. 

^ i Preferably, the smaller end of the exterior shell as fitted 
on the container body is lightly bonded to the side wall of the 
container body. Thus, the exterior shell can be easily removed 

30 from the container body, ^inverted and J^used for supporting 
the container body. q\o>^ 

Preferably;' protrusions are formed >rr the outer surface 
of the side wall of the container body and the smaller end of 
the exterior shell engages the protrusions when the exterior shell 

35 is fitted faefe^on the container body. The engagement of the 
smaller end of the exterior shell with the protrusions of the 
container body secures the exterior shell in place when the 


3 

exterior shell is fitted pn the container body. Thus, the 
exterior shell can be easily removed from the container body, 
\£ inverted and >6 used for supporting the container body- The 
exterior shell can be easily fitted fasfc=wi the container body 

again. 1P 

Preferably, the exterior shell is formed ffi an axial length 
such that t&e tip of the tapered end portion of the container 
body fitted irPthe inverted exterior shell is spaced -apart from 
a support surface. Thus, the exterior shell functions as a stand 
and supports the container body so that the tip thereof is spaced 
apart from the support surface. 

Preferably, the protrusions are formed on the side wall 
of the container body at positions on the side of the tapered 
end portion of the container body with respect to an axially middle 
portion of the side wall of the container body. Thus, the tip 
of the container body can be spaced a p art from a support surface 
when the smaller end of the exterior shell engages the 
protrusions. 

Preferably, the protrusions are arranged at intervals or 
continuously ^ a ring c^fr -a lino of intei^ucLiun uf a plane 
perpendicular to the axis of the container body, and tho outor 

^ T r ^v.™-r<> re »rw-.o n f tti o niri r tnmll nf H i " ■ i 1 ' 1 i ' -riy . The 

projections give an esthetic effect to the design of the container 
body in addition to a functional effect. 

TOTTCF DRSrPTPTTQW OF THF n'RAWTNGS 

Fig. 1 is a perspective view of a packaging container in 
a preferred embodiment according to the present invention, in 
which a lid is removed; 

Fig. 2 is a perspective view of a lid included in the 
packaging container shown in Fig. 1; 

Fig. 3 is a perspective view of the packaging container 
shown in Fig. 1 in a sealed state; 

Fig. 4 is a sectional view of the packaging container shown 
in Fig. 3 taken on line A-B-C .in Fig. 5; 

Fig. 5 is a plan view of the lid; and 

Fig. 6 is a side elevation of a packaging container in a 
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modification of the packaging container shown in Fig. 1. 

DESCRIPTION OF THE PREFERR ED EMBODIMENTS 

Packaging containers in preferred embodiments according 

5 to the present invention will be described hereinafter with 

reference to the accompanying drawings. 

As shown in Figs. 1 to 5, a packaging container 1 in a first 

embodiment according to the present invention includes a 

container body 2, a lid 3 and a exterior shell 4. 

10 The container body 2 is provic^ecP^ tf$Pbuter circumference 

of its side wall with eight esthetic, longitudinal grooves 7 
Ov cw\ 

extending from t>fe brim of -^Ke open end 6 thereof to a middle 
portion of the side wall. 

A plurality of semispherical^.small protrusions 8, six 
15 semispherical>( small protrusions in this embodiment , are formed 
^oS&the outer circumf erence of the side wall of the container body 
2 • The small fc^o^eofciens 8 are arranged ©»-^he^3ifeea?se^i^a-iajie 
a plane perpendicular to £he axis of the container body 2 -and- 

+hp rM^or- Pirrnmfprftnnft nf *hf> fil'Hffr Trtall - of thO - e o n ' fe l! lilie.L boQV 

20 The protrusions 8 are formed at positions on side of a 

tapered end portion 5 of the container body 2 with respect to 
an axially middle portion of the side wall of the container body 
2 . The protrusions 8 may be esthetically arranged at intervals 
the i^^^^^^«*^^^TY^^sy plane perpendicular to the axis 

25 of the container body 2 and tho outer c ircumferen c e of - tho oido 
Tn7? l n tho rnntiinnr l rw ^y-a^oT- may be arranged continuously >ri 
a ring. The ^pro jec^ons 8 can be formed so as to exercise a 
function to engage the smaller end of the exterior shell 4 and 
also to give an esthetic effect to the design of the container 

3 0 body 2. 

As shown in Fig. 1, confectionery 15> such as chips of 
confectionery, is contained in the container body 2. 

The lid^is put on the container body 2 so as to seal the 
open end 6 of the container body 2 . The lid 3 is provided on its 
35 upper surface with a knob 3a. The lid 3 is put on the container 
body 2 to close the open end S ) and is taken off" the container 
body 2 to open the open end 6^ by holding the knob 3a between 



fingers . 

The exterior shell 4 is formed in the shape of a frustum 
having a smaller end and a larger end by adhesively joining 
together £h€ opposite ends of a paper sheet or the like. The 
5 exterior shell 4 can be used as a label for showing a picture 
of confectionery contained in the packaging container 1/ a 
trademark and the like. In Fig. 1, a picture^, a trademark and 
the like printed on the surface of the exterior shell 4 are 
omitted. 

i 

10 As shown in Fig. 3, the smaller end of the exterior shell 

On 

4 is on pfte upper side of the protrusxons 8 and the larger end 
of the exterior shell is in close contact with a portion of the 
side wall of the container body 2 near the open end 6 of the 
container body 2 before the packaging container 1 is opened. The 

15 larger end of the exterior shell 4 is not joined adhesively to 
the container body 2 . Since the exterior shell 4 has the shape 
of a frustum, the exterior shell 4 can be securely held on the 
container body 2 by fitting the exterior shell 4 on the container 
body 2 so that only the smaller end thereof engages the container 

20 body firmly and the larger end thereof is in loose engagement 

with the container body 2. Thus, the exterior shell 4 can be 

easily removed from the container body 2. 

The exterior shell is formed^n predetermined axial 

length, such that $e tip of the tapered end portion 5 of ,^® C?C J^|0<\ 

25 container body 2 fitted in the inverted exterior shell 4°is spaced 

A 

-apaft from a support surface. The axial length of the exterior 
shell 4 is, for example, greater than half the axial length of 
the container body 2. 

The smaller end of the exterior shell 4 is disengaged from 

30 the protrusions 8 and the exterior shell 4 can be removed from 
the container body 2 by pulling the exterior shell 4 toward the 
tip of the tapered end portion 5. The exterior shell 4 removed 
from the container body 2 is inverted and a tapered end portion 
of the container body 2 is inserted through the smaller end in 

35 the exterior shell 4 . Then, the smaller end of the exterior shell 
4 engages jA(e lower portions of the protrusions 8 as shown in 
Fig. l.and the exterior shell 4 serves as a stand for supporting 


the container body 2. When leaving the confectionery 15 half 
eat^n^to" eat the residual confectionery 15 later, the exterior 
shell 4 in a state shown in Fig. 1 ^ removed from the container 
body 2 , is inverted and is fitted the container body 2 as shown 
5 in Fig. 3, and the lid 3 is put on the container body 2 to close 
the open end 6 of the container body 2. 

Thus, the container body 2 having a shape substantially 
resembling an inverted cone can be supported on a support surface 
by the exterior shell 4. 

10 The exterior shell 4 serves as a support^as well as a label ujWa 

printed on itj^k picture of the confectionery contained in the 
container body 2, a trademark and the like. 

The exterior shell 4 can be easily removed from the 
container body 2 because the exterior shell 4 is retained on the 

15 container body 2 only by the smaller end engaging upper portions 
of the protrusions 8 and can be used as a stand as shown in Fig. 
1. When necessary, the exterior shell 4 can be fitted again on 
the container body 2 as shown in Fig. 3. 

Fig. 6 shows a packaging container in a modification of 

2 0 the packaging container 1 shown in Figs . 1 to 5, in which parts 

like or corresponding to those of the packaging container 1 shown 

in Figs . 1 to 5 are denoted by the same reference characters an d^ 

the description thereof will be omitted. As shown in Fig. 6, 

exterior shell 4 may be fitted on %^ container body 2 and may 

25 be held on the container body 2 by lightly bonding a smaller end 
o? -yvve txttiM .ap- 
portion 10 thereo f ^with an adhesive or the like^to tre outer 

surface of the container body 2 instead of by engaging the smaller 

end thereof with j^r§ protrusions ^formed on the outer surface 

of the container body 2 so that the exterior shell 4 can be 

30 separated from the container body 2 by applying a small force 
thereto. The exterior shell 4 is removed from the container body 
2 by applying a small force thereto and is inverted^ ^hslEapered 
end portion 5 of the container body 2 is inserted V* the inverted 
exterior shells %o use the inverted exterior shell 4 as a support. 

35 Since the exterior shell 4 has a shape resembling a frustum, the 
smaller end portion 10 can be fitted * as % ' Oh the contaxner body 
2 by passing the tapered end portion 5 through the exterior shell 


if 


4 without using any protrusions^ It is troublesome to put the 
exterior shell 4 once removed from the container body 2 again 
container body 2 and to bond the smaller end portion 10 
lightly again to the container body 2. Therefore, the packaging 
5 container shown in Fig. 6 is useful for containing confectionery 
15 that is expected to be eaten ^ all at once. 

Although the invention has been described as applied to 
packaging containers for containing confectionery, the present 
invention is not limited thereto in its practical application 
1 0 and may be applied to packaging containers for containing articles 
other than confectionery, such as pickles and the like. 

Asjjapparent from the foregoing description, the exterior 
shell of the packaging container of the present invention can 
be used as a label and a stand, the container body having a shape 
15 substantially resembling an inverted cone can be set alone on 
the support surface, and the contents, suchas confectionery, 
contained in the container body can be tcric o n out without holding 
the packaging container by hand. 


10 


ABSTRACT QF THE DISCLOSURE Jt 

A packaging container has a container body formed yk a shape 

substantially resembling an inverted cone. The packaging 

container can be set alone on a support surface and the contentis^^ 

such as confectionery, of the packaging container can be feafeea 

oat without holding the packaging container by hand. The 

container package includes a container body j^STj formed fn a shape 

substantially resembling ah inverted cone and having a tapered 

end portion j^) and an open end jtf opposite the tapered end 

portion ^SO , a lid f or hermetically sealing the container 

body- and a frustum-shaped exterior shell (4^ removably fitted 

on the container body . exterior shell fitted on the 

container body is removed from the container body and is inverted, 

..arid the tapered end portion of the container body is inserted 

inverted exterior shell x t o su p p o rt the container b^kty'lffi* T 

' A 
the exterior shell. The container body^»T is provided on its 

outer surface with protrusions p?f. 'Mfe smaller end of the 

exterior shell engages the protrusions formed on the outer surface 

of the container body when the exterior shell is fitted ptfTthe 

container body. 


